ARENA 


Discharge Floodlight for Sports Field and 
Stadium Lighting 


ARENA 11000 N86 BLD ARENA 12000 N90 SPOT ARENA 11000 N86 
Type: A high specification and performance discharge floodlight with a choice of symmetric or asymmetric reflector. IP65 - water and 
dust protection for use in adverse conditions. 
Specification: Faceted symmetric reflector in anodized aluminium or circular reflector in matted aluminium. Thermal resistant glass diffuser 


sealed with anti-ageing silicone gasket. 
Body in aluminium in dark grey finish. 
Luminaire and gear box is plastic-wrapped and boxed individually. 


Installation: Suitable for any horizontal and/or vertical surfaces. 


Application: Outdoor. Efficient floodlight for sport fields, stadiums, perimeters and airports etc. 


Easy installation and maintenance with rear 
access to the lamp and IP65 water/dust 
protection. Stainless steel clips. 


Additional blade provides better glare control and serves for asymmetric light distribution. See option 
list (BLD). 
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Ventilation valve ensures excess moistue depletion from inside of the luminaire and protects internal 
parts from corrosion. 


Description amp O and E n Weight, kg Total wattage, W 
Arena 11000 N86 symmetric 1x1000 (E40) 744x665x265 26 1075 
Arena 11000 N86 BLD asymmetric 1x1000 (E40) 744x665x265 26 1075 
Arena 11000 N87 SPOT symmetric 1x1000 (E40) 744x665x265 26 1075 
Arena 11000 N87 SPOT BLD asymmetric 1x1000 (E40) 744x665x265 26 1075 
Arena 12000 N89 symmetric 1x2000 (E40) 744x665x265 28 2150 
Arena 12000 N89 BLD asymmetric 1x2000 (E40) 744x665x265 28 2150 
Arena 12000 N90 SPOT symmetric 1x2000 (E40) 744x665x265 28 2150 
Arena 12000 N90 SPOT BLD asymmetric 1x2000 (E40) 744x665x265 28 2150 


All luminaires are supplied with separate gear box 
Hot re-strike versions are available on request (see option list) 


Accessories for glass protection or better glare control are available 
on request. Please use short names placing order. 


GRID A2 FRAME A1 FRAME A2 
Options available on request: ARENA 11000 N87 SPOT 
TIM- Timed ignitor 105° 105 
HI- For metal halide lamps L + 
HS- For high pressure sodium lamp 
BLD- For asymmetric light distribution a es 
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